
GMAP6-36         Series 100-120W 

MANUFACTURED IN MONTREAL, CANADA

25 YEAR LINEAR POWER WARRANTY

12 YEAR WORKMANSHIP WARRANTY

OUTSTANDING LOW LIGHT PERFORMANCE

MC4 CONNECTORS

POSITIVE TOLERANCE +0/3%

POWERFUL PERFORMANCE 

FOR  A CLEANER PLANET

 

      

 

-

GMASOLAR introduces the new gener solar modules. Providing more

power by  solar cells.  Ideal  or  grid  systems thanks

to their robust design proving reliability and high quality  per ormace  in  isolated  

areas.  

GMASOLAR Reliability.  All our solar modules are manu acture  according   to UL 

and  IEC  standards. Each module goes to  a strict  quality  ver on  through 

an EL te The EL tester works like a  X-ray  scanner  that immediately

exposes every  possible hidden  de ect  in the solar panel.  This way  you  get  a

crystal clear picture the good oper the solar panel.                            

GMASOLAR Flexibility. Our  solar  modules  are  designed  to er  worry  ree 

used   in   the   harshest  climates.   

install



TEL : 514-956-0101 | FAX : 514-956-1783 | info@gmasolar.ca

 

ELECTRICAL DATA

Peak Power    Pmax (W) 100       110           115            120      
Maximun Power Voltage Vmp (V)  17       17.2           17.3  17.4

Maximun Power Current Imp (A)  5.89            6.4             6.65  6.9  

Open-circuit voltage  Voc (V)  21.3       21.5           21.6  21.7  

Short-circuit current  Isc (A)  6.61       7.11           7.39  7.68

GMAP6-36 Solar Series

100W,110W,115W,120W

GMAP6

36-100 

ELECTRICAL PARAMETERS @ STC

4150 BLVD. POIRIER, MONTREAL, QC,  CANADA H4R 2A5  

WARRANTY & CERTIFICATIONS

Warranty     12 years workmanship, 12 years 90%, 25 years 80% power warranty 

IEC 61215 / EN 61730: TUV/CE

      UL 1703: CSA                 

Power Measurement Tolerance: 0 / +3%

MAXIMUM RATINGS

Maximun System Voltage   1000V DC (IEC) - 600V DC (UL) 

I-V CURVES OF PV MODULE GMAP6-36 110W

Module Type

TEMPERATURE COEFFICIENTS

MECHANICAL DATA

Front Glass (material / thickness)  High transmission low-iron tempered glass / 3.2mm

          

Frame (material / color)   Anodized aluminum / silver                 

Module Dimension (L x W x H)   1020 x 670 x35  (GMAP6-36 100)

      1483 x 665 x 35  (GMAP6-36 110W ,115W)

      1186 x 675 x 35  (GMAP6-36 120W)

                                                                                  

Solar Cell (type)      Poly-crystalline solar cells

Weight      8.9 KG (GMAP6-36 100)

      12KG (GMAP6-36 110W ,115W)

      9 KG (GMAP6-36 120W)

                                                                                                                                                                     

MECHANICAL DRAW GMAP6-36 110W  (Back View)

INTER CERT
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